
Details shown are conceptual only. Except for pre-compressed
sealants, Sealtite shall have no liability or responsibility
for materials, methods or assemblies used.  Such use shall be 
solely at the discretion of the user.
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MASONRY DETAILS

Sealtite

Metal Louver

Sealtite

Cavity Blocked With
Closed-Cell
Compressible Filler
Bonded to Outside
Wythe
(Sealtite B Type II)

Compressible
Back-up Road
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Primary Joint
    Sealant

Polystyrene
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MASONRY CONTROL JOINT

Building Felt to
Break Bond

Sealtite

Sealtite
Metal Ties
At 16" O.C.

JOINT EXPANSION IN A STRAIGHT WALLMetal Coping - See Full

Elastic Flashing Over
Plywood Buck

Rod Stock (To Draw Flashing
Snug and to Position Sealtite)

Sealtite

PVC Shims at Tapcon Screws
Into Mortar Joints

Anchor Coping to Buck at One Side
of Open Joint Only (Other End Free 
to Move Over Splicer)

Top View of Coping Joint (Splicer
Shown Dashed)

Continuous Buck - To Receive
Elastic Flashing and to Support
Metal Coping

Elastic Flashing

Elastic Roofing Sheet Secured to
Curb with Continuous Wood Strip

Masonry Course with Top of Head
Joint Mortar Compacted Flush with
Top of Masonry Units and All Excess
Mortar Removed

Brick Ties -  To Accomodate Differential
Movement of Roof (Curb) and Masonry
(Wire Hook Into Screw Eye)

Vapor Barrier - If Conditions Warrant

JOINING OF ELASTIC FLASHING TO MASONRY

MasonrySealtite
The Most Complete Line of Foam Sealants
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